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Malaysian Standard 1462 

ü Part 1: Prefabricated scaffolds  - Specification for steel frame scaffolding

ü Part 2: Tubular (Tube & Coupler) scaffolds - Section 1: Specification for steel 

tubes

ü Part 2: Tubular (Tube & Coupler) scaffolds  - Section 2 : Specifications for 

aluminium tubes

ü Part 2: Tubular  (Tube & Coupler) scaffolds ïSection 3 : Specifications for 

steel and aluminium coupler, fitting and accessories

ü Part  3: Prefabricated scaffolds ïSection 1 : Specifications for steel and 

aluminium modular system scaffolds

ü Part  3: Prefabricated scaffolds ïSection 2 : Particular methods of structural 

design for steel and aluminium modular system scaffolding

ü Part 4: Temporary works equipment ïSection 1 : Performance requirements 

and general design

ü Part 4: Temporary works equipment ïSection 2 : Information of materials
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Inspection & Testing

üInspection ;

Áan organized examination or formal evaluation exercise.

Ámeasurements, tests, and gauges applied to certain characteristics 

in regard to an object or activity.

Ácompared to specified requirements and standards for determining 

whether the item or activity is in line with these targets, often with 

a Standard procedure and requirement in place to ensure consistent 

checking. 

üTesting ;

Áevaluating a system or its component(s) with the intent to find 

whether it satisfies the specified requirements or not.

Áany gaps, errors, or missing requirements in contrary to the actual 

requirements.
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Objective Inspection & Testing

üThe purpose of the inspection and testing is to ensure 

and verify the quality of the material used in as per 

international and recognized standard such as, Malaysian 

Standard (MS), British Standard (BS), American Standard 

(ASTM) and other relevant standards.

üEnsure the scaffolds shall be in good condition, of 

suitable and sound material and of adequate strength for 

the purpose for which is used. 
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Part 1: Prefabricated scaffolds  -

Specification for steel frame 

scaffolding
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Part 1: Prefabricated scaffolds  - Specification for 

steel frame scaffolding

Testing ~ System 
& Components 

(Clause 6) 

System Performance 
Test

Stiffness 
Test 

Strength 
Test 

Lateral Load Test ~ 
Longitudinal & 

Transverse Load

Stiffness 
Test

Strength 
Test

Load test on the 
components of a frame 
of scaffolding system ~ 

5 random sample 

Components as such ; 

a. Vertical frame 

b. Cross brace

c. Catwalk (tread board)
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Part 1: Prefabricated scaffolds  - Specification 

for steel frame scaffolding
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Part 1: Prefabricated scaffolds  - Specification for 

steel frame scaffolding
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Part 1: Prefabricated scaffolds  - Specification for 

steel frame scaffolding
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Part 1: Prefabricated scaffolds  - Specification for 

steel frame scaffolding
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Part 1: Prefabricated scaffolds  - Specification for 

steel frame scaffolding

Inspection & Testing ~ 

a. Protection (Clause 7) 

b. Welding (Clause 8) 

c. Used and refurbished frame scaffolding systems(Clause 9)

Hot-dip galvanizing 
coating

(Clause 7.2) 

Magnetic 
method or 

Gravimetric 
method

Paint  
Coating 

(Clause 7.3)

Corrosion 
Resistance 
(ISO 7253) 

Adhesion 
(ISO 2409) 

Welding  

(Clause 8)

a. Electric ï
resistance welding 
~ ASTM A769 (8.1)

b. Welding 
Requirement (8.2)

c. Workmanship 
(8.3)

Used & refurbish 
scaffolds  (Clause 9)

Scaffolds component 
shall be inspected by 
qualified personnel / 

competent  scaffolder 
according to Table 2, 
Clause 9.1 & Clause 

9.2 

Scaffolds component 
should be tested and 

comply with the 
requirement Clause 4  
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Part 2: Tubular (Tube & Coupler) 

Scaffolds ïSection 1 : 

Specification for steel tubes 
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Inspection & Testing (Clause 8) ~ 

Tube shall be supplied with non-specific inspection 
and testing in accordance with EN 10021 unless 

option 5 is specified. 

Type Of Inspection

In accordance with 
EN 10021 unless 

option 5 is specified 
(non specific 

inspection and 
testing) 

Option 5 ~ the tubes 
shall be supplied 

with specific 
inspection and 

testing 

Inspection Documents

Type of inspection 
document 

In accordance with EN 
102014 (Type 2.1 and 

2.2) 

Inspection certificate 
type 3.1B in accordance 

with 10204 

Content of inspection 
documents 

In accordance with 
EN 101618. 

a. Certificate of 
compliance with 

the order (2.1)

b. A test report  
(2.2) or an 
inspection 

certificate 3.1B

Part 2: Tubular (Tube & Coupler) Scaffolds ï

Section 1 : Specification for steel tubes 


